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Circular 2
	N°
	Question
	Answer

	6
	Regarding the letter of support that will be provided by the manufacturer, principal, or distributor, if the bidder is in a JV, is the support only for the bidder, or must it be for both the bidder and the JV?



	We understand you refer to the Bidding Document, Section I [Instructions to Bidders], 17 [Documents Establishing the Eligibility and Qualifications of the Bidder], 17.2, Section IV [Bidding Forms], Manufacturer’s Authorization and circular 1, Answer to Question N° 3.

Please refer to the Bidding Document, Section I [Instructions to Bidders], 4. [Eligible Bidders], 4.1 “A Bidder may be a firm that is a private entity, a state-owned entity- subject to ITB 4.3 - or any combination of such entities in the form of a joint venture (“JV”) under an existing JV Agreement or with the intent to enter into such an agreement supported by a letter of intent to execute a JV Agreement, in accordance with ITB 11.2. In the case of a JV, all members shall be jointly and severally liable for the execution of the Contract in accordance with the Contract terms. The Bidder shall nominate an authorised representative who shall have the authority to conduct all business for and on behalf of Bidder and any and all its members, if the Bidder is a JV, during bidding and contract execution (in the event the Bidder is awarded the Contract). Unless specified in the BDS, there is no limit on the number of members in a JV.”

With the intention to give an exact answer to the specific question, if the Bidder is a Joint Venture, the required Manufacturer’s Authorizations or any relevant “letter of support” shall authorize to the Joint Venture and clearly state the name of the Joint Venture, which is severally liable for the execution of the Contract.

	7
	Regarding the Financial Report, is it the same? The report provided only covers the bidder's cash flow, or must it include the JV company's financial report if they are collaborating?

	We understand you refer to the Bidding Document, Section III [Qualification and Evaluation Criteria], 1.2. Requirements and Criteria, Table 3 [Financial Situation and Performance], 3.1. Financial Capabilities “Submission of audited balance sheets or if not required by the law of the Bidder’s country, other financial statements acceptable to the Purchaser, for the last 3 years to demonstrate the current soundness of the Bidder’s financial position (…)” the criteria 3.1 applies to all members of a Joint Venture as a must meet requirement.
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	8
	Regarding the Document Number, should we use
- ICB Number: EU-UNHAS-48511-GOODS1 / KfW Tender ID: 511657
or this one?
- The number of the Invitation for Bids is: EU-UNHAS-48511-GOODS1
	Please use:
EU-UNHAS-48511-GOODS1 as per the Bidding Document, Sections II [Bid Data Sheet] and IV [Bidding Form]. 


	9
	The item code BOTM041, No. 10 The Name is Endoscopic Column with Bronchoscope, differs from the specifications listed in the TECHNICAL SPECIFICATION FORM (TSF) in a Document. Even though the item is categorized major, Which should we follow in this regard? The product Description (Endoscopic Column with Bronchoscope) or The specifications listed in the TSF?
	Concerning the item code BOTM041, the Name “Endoscopic Column with Bronchoscope” is correct. 
Please refer to the corrected technical specification in form of the revised TSF (for Endoscopic Column with Bronchoscope) attached. 
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No. ITEM CODE & DESCRIPTION BIDDER’S OFFER
Ref. page no of 


Supporting 
Documents 


BOTM041
Endoscopy Coloumn with Bronchoscopy
Manufacturer:
Brand:
Type/Model:
Country of Origin:


A FUNCTIONAL DESCRIPTION


1 High Definition VideoBronchoscope system, suitable for various types of 
B h d


B1 DESCRIPTION OF BASIC COMPONENTS 
1 Light Source VideoBronchoscope (compatible with HD system)
2 High Definition Processor VideoBronchoscope 
3 HD Monitor 
4 Digital Recording System
5 Printer
6 Leakage Tester
7 Manual Disinfector
8 Suction Unit
9 Trolley video Endoscopy and Bronchoscope
10 Flexible Broncho Videoscope 
11 Cabinet Storage Endoscopy
 


B2 TECHNICAL SPECIFICATIONS
Light Source VideoBronchoscope (compatible with HD system)


1 To be compatible with HD system.


2 XENON lamp of 300 W.


3 Automatic and manual adjustment of the illumination


4
Color temperature of approx. 6000K. Temperature should remain constant during the 
operation life of the lamp.


5 Operation of the lamp for at least 300 hours. Life meter display.


6 Easy replacement of the lamp without the use of instruments.


7 The source should be compatible with endoscopes of various manufacturers


8 Easy clean front control panel to meet all hygienic requirements.


9 All the active functions should be illuminated


10 Complete with suitable light cable


CAMERA


11 Central unit for high definition digital image processing


12 Color CCD chip high resolution.


13
Simultaneous freeze function (a frozen image to be displayed simultaneously with the 
live image).


14
Built-in system with special modes for optical enhancements to assist early detection of 
lesions, better identification and pit pattern classification.


15 Built-in chromo-endoscopy system.


16 Enhancement adjustments. White balance adjustment.


17 Suitable for all kinds of GI, Colonoscope and Bronchoscopic applications


18 The endoscopic image to fill the entire monitor


19 HD Digital and analog outputs


20 Capability for storage of the adjustments of different users


21
To be delivered complete with all the necessary accessories (keyboard for patient data 
entry and cables)


HD MONITOR


19 Full HD format, high resolution (Bidder to specify the resolution)


20 At least 19" or higher medical grade monitor


21 Image resolution of at least 1920 x 1080 pixels


22 Menu of functions should be appeared on the screen


23 The monitor should have input-output for analog and digital signals. Suitable for HD 
i l24 Connection with digital recorder and video printer should be possible


25 Viewing angle approx. 89°/89°/89°/89° (up/down/left/right)


26 Capability for zoom, underscan and Picture in Picture


DIGITAL RECORDING SYSTEM


36
Medical grade system for the recording of video endoscopy procedures and images in 
digital media, according to the resolution of the camera (DVD or CD or USB e.t.c.). . 


37 Suitable for the preparation of medical recordswith simple entry of all patient's data.


38 Easy communication with hospital network


39 Capability of accepting images from other imaging modalities 


40 Capacity at least 500 Gbytes


41 Control via camera head buttons or footswitch


TECHNICAL SPECIFICATION FORM (TSF)
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BOTM041
Endoscopy Coloumn with Bronchoscopy
Manufacturer:
Brand:
Type/Model:
Country of Origin:


TECHNICAL SPECIFICATION FORM (TSF)


PRINTER


42 Digital Color printer


43 Compatible with the endoscopy system


44 Dye sublimation thermal transfer 


45 USB interface


46
Supplied with CD-ROM,  Printer Driver, Paper Tray , Stopper, Cleaning Cartridge, USB 
Cable


LEAKAGE TESTER


47 Automated or Manual


48 Less than 2 minutes for testing


49 Compact size


50 Number of scopes tested: 1 or 2 or more (Bidder to specify)


51 Comes with self check function


MANUAL DISINFECTOR


52 Manual disinfection for cleaning of flexible endoscopes


53 Comes with instrument tray


54 Comes with containers with lid 


55 Includes a trolley with castor wheels


SUCTION PUMP


56 Designed for endoscopic aspiration


57 Three pre-set speed settings (40l/min, 50l/min and 60l/min)


58 Adjustable vacuum control 


59 Pressure gauge shall be available


60 Supplied with suction jar of at least 2L capacity (reusable collection system starter kit)


61 Quiet operation (less than 45dBA)


TROLLEY VIDEO  BRONCHOSCOPE


62 Trolley suitable to hold all the above mentioned apparatus for endoscopic procedures


63 Made of alluminum or non corrosive materials. 


64 Integrated cable management system and built in power points


65 Main power On-Off switch


66 Should have castors with brakes


FLEXIBLE VIDEO BRONCHOSCOPE 


67 Broncho Videospoce x 1 


 * Depth of Field : 3 - 100 mm 


* Image Quality : HDTV 


* Distal and outer diameter : 5.5 mm 


* Insertion tube outer diameter : 5.1 mm 


* Working lengh  : 600 mm 


68 Pleura Videoscope depth of fied 3 - 100 mm x 1 


 * Depth of Field : 3 - 100 mm 


* Image Quality : HDTV 


* Distal and outer diameter : 7.0 mm 


* Insertion tube outer diameter : 7.0 mm 


* Working lengh  : 270 mm 


69 Broncho Videospoce  x 1 


 * Depth of Field : 2 - 50 mm 


* Image Quality : HDTV 


* Distal and outer diameter : 3.1 mm 


* Insertion tube outer diameter : 2.8 mm 


* Working lengh  : 600 mm 


CABINET STORAGE ENDOSCOPY
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BOTM041
Endoscopy Coloumn with Bronchoscopy
Manufacturer:
Brand:
Type/Model:
Country of Origin:


TECHNICAL SPECIFICATION FORM (TSF)


70 Storage cabinet for endoscopes


71 Shall have ventilation ports to assist drying


72 Storage for at least 5 scopes


73 Cabinet should come together:


74 Scope Hangers


75 Racks for forceps


76 Drawers


 
C ACCESSORIES & CONSUMABLES
1 All standard accessories required for the proposed model (including maintenance tools 


where applicable) as normally provided by the manufacturers (bidder to specify)
2 Bidders shall specify, in a separate Excel worksheet, the quantity and details of any 


other essential items which have not been specified in this TSF, and to be included in 
th ff3 All standard maintenance tools and cleaning /lubrication materials where applicable 
shall be included.


4 Bidders shall specify, in a separate Excel worksheet, the quantity and details of any 
items included in this offer, which are normally provided by the manufacturer but not 
specified in this TSF.
Standard accessories shall include the following, but not limited to:


a) Reporting management system


b) Standard fenestrated type


c) Cabinet storage Endoscopy


d) Fenestrated elipsoid type with needle


5


10. BOTM041_Endoscopy column with bronchoscope : BOTM041 Page 3 of 3






image1.png
Table 3

Compliance Requirements

Documentation

Joint Venture (existing or intended)

No. Subject Requirement Single Entity | All parties Submission Requirements
Combined One Member
3. Financial Situation and Performance
3.4 | Financial Submission of audited Must meet NIA NA Form FIN - 3.1, with
Capabilities balance sheets or if not requirement attachments

required by the law of the
Bidder's country, other
financial statements
acceptable to the Purchaser,
for the last 3 years to
demonstrate the current
soundness of the Bidder's
financial position based on the
following criteria:

a)  Liquidity ratio>1.1
((Current Assets) / (Current
Liabilities) > 1.1)

b)  Indebtedness ratio <
80%

((Total Liabilities) x 100 /
(Total Assets) < 80%)]
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